MtoAi The Best 2 Position2 Way Soleniod Vale
Industrial Equipment 2V Series

2V 025 06 — AC110V — V
EVI 7/9
220V AC
6.0VA 29mA
i Specification Code  Aperture of Port Size Standard Voltage Oil Seal Code
2V:Two-positionTwo-way Flow Rate M4:M4X0.7 DC12v Blank:NBR
Solenoid Valve 010:1.0mm 06:G1/8" DC24V V:VITON(For High
025:2.5mm 08:G1/4" AC24V 50Hz/60Hz temperature)
130:13mm 10:G3/8" AC110V 50Hz/60Hz
250:25mm 15:G1/2" AC220V 50Hz/60Hz
20:G3/4" AC380V 50Hz/60Hz
25:G1" A

Graphic Symbol V_D:IENV

2V010-M4 ‘ 2V025-06 2V025-08 2V130-10 2V130-15 2V250-20 2V250-25

Working Medium Air,Water,Oil
Type Normal Close Type
CV Value 0.10 0.23 6.2 23
[Retsize e maxor G1/e" G1/4" G3/8" G1/2" G4 G1"
Operation Fluid Viscosity 20 CST (Below)
Max. Pressure Resistance 1.2 1.6 1.0
Voltage Range +10%
Power Consumption AC:4.5VA DC:3W
Material of Body Aluminum or Brass (Nickel coated) Brass
Shortest Excitation Time 0.05 Second
Overall Dimensions
70
| P
| i gy | 1 1T
3 i i or2-G1/2" .
2V010-M4 : ; g ;
® me 2V130-10 P
f S - 2V130-15 8| ot P
22 17 '“:{
49.1 182 5, LI8
67.5 :
[TiTl
2 i I ¢ © | o
© i o)
T 2-G1/4" N b
2V025-06 [L‘f’ {] or2-G1/8" 4.) ~ 2V250-20 . @?h
| =gl = b o\
2V025-08 = st L & ;{ 2V250-25 ]
Kt i TN K{
3 :
E 102 2

PNEUMATIC c-01 | AuitoA\ir



The Best

2 Position 2 Way Soleniod Valve
Industrial Equipment

2P Series/2W Series

Autodi

w

How to Order
2P 025 — 06 — AC110V —
Specification Code Aperture of Port Size Standard Voltage  Wiring Form
2P:Two-position Flow Rate 06:G1/8" DC12V DC24V Blank:Standard Connector
Two-way Solenoid Valve 025:2.5mm 08:G1/4" AC24V 50Hz/60Hz LD:Brown with

(Reinforced plastic AC110V 50Hz/60Hz Lighting Connector
steel type) AC220V 50Hz/60Hz LD1:White with

AC380V 50Hz/60Hz Lighting Connector

W:Lead Wire Type

Specification

\*" .rking Medium

Overall Dimensions

AirWater,Oil,gas -,
2-M4X0.7

A Direct Drive Type
of deedbzril L Wﬂ[’: Type Normal Close Type
K P
=0 Graphic Symbol =2
CV Value 0.23
| G1/8" G1/4"
| Operation Fluid Viscosity 20 CST (Below)
0~0.7MPa
Max. Pressure Resistance 1.0MPa
G1/8"orG1/4 _5~+80°C
5 il Voltage Range +10%
Material of Oil Seal NBR or VITON
How to Order
2w 025 — 08 — AC110V — E
Specification Code Aperture of Port Size Standard Voltage Oil Seal Code
2W:Two-position Two-way Flow Rate 06:G1/8" DC12v DC24V Blank:NBR
solenoid valve direct drive type 012:1.2mm 08:G1/4" AC24V 50Hz/60Hz E:EPDM(for steam)
2WH:Two-position Two-way 020:2.0mm 10:G3/8" AC36V 50Hz/60Hz V:VITON(for high-
solenoid valve(High pressure Type) 025:2.5mm AC110V 50Hz/60Hz temperature gas
040:4.0mm AC220V 50Hz/60Hz and vacuum)
AC380V 50Hz/60Hz
Specification
Model 2W025-06 | 2W025-08 | 2W040-10 |2WH012-06/2WH012-08 2WH020-10

Working Medium

Type
25

0.23
G1/8"

CV Value
G1/4"

Operation Fluid Viscosity

A Max. Pressure Resistance 1.0

Graphic Symbol \ijl

P Voltage Range

Material of Oil Seal

Air,Water,Oil,gas
Direct Drive Type
Normal Close Type

Air,Water,Oil,gas:0~0.7MPa

4 {152 2
0.60 0.05 0.15
G3/8" G1/8" G1/4" G3/8"

20 CST (Below)
Air,Water,0il:0~2.0MPa
3.5
-5~+80°C
+10%
Brass
NBR or VITON
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MMi The Best 2 Position 2 Way Direct Drive Type Soleniod Valve
Industrial Equipment

2W(Large Aperture)Series

2W 160 — 15 — AC110V — V
; Specification Code Aperture of Port Size Standard Voltage Oil Seal Code
B | v | 2W:Two-position Flow Rate 10:G3/8" DC12v DC24V Blank:NBR
. - two-way solenoid 160:16mm 15:G1/2" AC24V  50Hz/60Hz  V:VITON(for high-
valve direct drive 200:20mm 20:G3/4" AC36Y 50Hz/60Hz temperature)
type 250:25mm 25:G1" AC110V 50Hz/60Hz
350:35mm 35:G1'4" AC220V 50Hz/60Hz
400:40mm 40:G1'/2" AC380V 50Hz/60Hz
500:50mm 50:G2" i
Graphic Symbol [Zimw
Specification P
2W160-10 2W160-15 2W200-20 2W250-25 2W350-35 2W400-40 2W500-50
Working Medium Air,Water,Oil,gas
 MotonPatem Drect rve Type
Type Normal Close Type
CV Value 4.8 7.6 12 24 29 48
Operation Fluid Viscosity 20 CST (Below)
~ Working-pressure Air0~0.7MPa  Water:0~0.5MPa  Oil:0~0.5MPa
Max. Pressure Resistance 1.0MPa
 Operating Temperature Range 5~+80C
Voltage Range +10%
.~ MaterialofBody Brass(Material of stainless steel need special explain)
Material of Qil Seal NBR or VITON

Overall Dimensions

$42.4 $42.4

64.5
66

82.4

75
75

__. = \l/"\E _:3

i pA G1/8" H o) -
ST * $30 —")—‘— w 15.5 |15.5]
p—t— il
2W025-06 2WHO012-06 2W025-08 2WHO012-08 2W040-10 2WHO020-10

“Symboiode A | 5 ] C 0 € | F | K
50

2W160-10 101.5 57 17 69 36 G3a/g"
© [ 2wie015 | 1015 57 17 69 50 % G2
2W200-20 107 57 1235 73 50 6 G
[ewW25025 0 1115 735 1345 99 50 % G
’ N\ 2W350-35 142 95 172 123 705 56  G1lar
- [ 2w40040 | 142 95 172 128 705 5 Gil2
e A 2W500-50 172 123 209 168 705 56  G2'

2W(Large Aperture)

PNEUMATIC 03 | AALito/ir



Wir TheBest 2 Position 2 way Soleniod Valve
Industrial Equipment 2L Series

2L 170 — 15 — AC110V

Specification Code Aperture of Port Size Standard Voltage

2L:Steaml type Two-position Flow Rate 10:G3/8" DC12v DC24v
Two-way Solenoid Valve 170:17mm 15:G1/2" AC24V  50Hz/60Hz
200:22mm 20:G3/4" AC36V 50Hz/60Hz
A 300:30mm 25:G1" AC110V 50Hz/60Hz
. - 500:50mm 35:G1'/4" AC220V 50Hz/60Hz
Sl Ll EIZK 40:G1'2" AC380V 50Hz/60Hz

P 50:G2"

p

Specification
Model 2L.170-10 2L170-15 2L170-20 2L200-25 2L.300-35 2L.300-40 2L.500-50

Working Medium Air, Water, Steam
Guide Type
Type Normal Close Type
CV Value 4.8 12 20 48
[ PotSize | ocw G1/2" G4 G1" G G1/2" G2"
Operation Fluid Viscosity 20 CST(Below)
~ Working-pressure Air, Water, Steam:0.1~1.5MPa
Max. Pressure Resistance 1.5MPa
~ Operating Temperature Range 6~+180C
Voltage Range +10%
~ MaterialofBody Brass
Material of Oil Seal PTFE

Overall Dimensions

2L Series

Dimension Sheet
Model 2L170-10 2L170-15 2L170-20 2L200-25 2L.300-35 2L.300-40 2L500-50
148 148 176

A 125 125 125 136
[ B ] 42 42 42 52 74 74 86
c 146 146 146 162 185 185 223
[ 82 82 82 905 111 1 163
K G3/8" G1/2" G3/4" G1" G1'/4" G1'/2" G2"
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MtMi The Best 2 Position 2 Way Soleniod Valve
Industrial Equipment

VX Series/VXF Series

VX2120 — 08 — AC220V
Specification Code  Port Size Standard Voltage
06:G1/8" DC12v DC24V
08:G1/4" AC24V  50Hz/60Hz
10:G3/8" AC110V 50Hz/60Hz
15:G1/2" AC220V 50Hz/60Hz

AC380V 50Hz/60Hz

Overall Dimensions

——— T

A |
(8]

20-06| VX2120-08| VX2120-10 | VX2120-15 @ }{

Working Medium Air, Water, Steam

 MotonPatem DrectDrve Type —
Type Normal Close Type Dimension Sheet

 Womngpressure o-1owPa

Aperture of Flow Rate(mm ) 3 13 VX2120-06  G1/8" 25 40

64
G1/8" G1/4" Ga/e" G1f" WX212008 a2 40 64

Operating Temperature Range -5~+150°C -5~+80°C VX2120-10 G3/8" 48 68 110

VITON NBR [VX212045° G148 68 10

A B

VX2150 — 06 — AC220V [

Specification  Port Size Standard Voltage Working
Code 06:G3/4" DC12v DC24V Form
10:G1" AC24V  50Hz/60Hz Blank:Lead
14:g12"  AC110V 50HZ/B0Hz  Wire Type
AC220V 50Hz/60Hz D:Join
AC380V 50Hz/60Hz Counector

Specification Overall Dimensions
Model VXF2150-06 Al = b

Port Size G3/4" G1" G1'/2"
Max. Operating Differential Pressure 1.0MPa :
Min.Operating Differential Pressure 0.031MPa :
Effective Sectional Area 170 330 810 s _?
Exhaust Orifice Ro(PT)1/4 : i :
o a -
VXF2150 33 40 85 325 36 66 25 103 113 20 23 30 Gau"
X0 a7 48 89 38 45 74 335 18 127 20 2 30 1"
VXF2280 28 68 81 58 73 110 62.5 174 184 23 25 35 G1-1/2"
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Specification

CV Value

Operation Fluid Viscosity

Max. Pressure Resistance

Specification
Model
Working Medlum

Aperture of Flow Rate(mm)

Port Size

Working Pressure Rang

Control Pressure Rang

Material of Body

Control Joint Pipe Bore

0.10
G1/8"

-
F » |
ol
==

i

s

The Best
Industrial Equipment

PU
|

PU:Two -position

Specification Code

Two -way solenoid valve 225:Guid Type

Graphic Symbol @w

PU Series 2 Position 2 Way Soleniod Valve

2Q Series Air Contor 2 Way Valve

20 ~ 01 — AC10V — E
| | | |

Motion Pattem Port Size Standard Voltage Oil Seal Code

200:Direct dive Type 01:G1/8" 02:G1/4" DC12V Blank:NBR
03:G3/8" 04:G1/2" DC24V V:VITON
06:G3/4" 08:G1"  AC24V 50Hz/60Hz E:EPDM

12:G1'74" 14:G1'/2" AC110V 50Hz/60Hz
20:G2" AC220V 50Hz/60Hz
AC380V 50Hz/60Hz

Overall Dimensions

A

Air, Water, Qil

@ Port

< A

220:Direct Drive Type/225:Guide Type

Normal Close Type

23 8 13

0.18 1.00 4.00
G1/4"

G3/8" G1/2"
50 CST
0~0.7MPa
1.05MPa
-5~+80°C

Dimension Sheet

8.60 11.00 PU220-01 G1/8" 22 72 22
G4 GI" [PU220:020 G4t 35 755 254
PU220-03  G38" 55 795 30
[PU220:04°" G12r 665 101 48
PU220-06  G34" 71 107 48

[TPU22008TT o % 2 70

2Q — 200 — 25
| ‘ Graphic Symbol
Specification Code  Aperture of Flow Rate Port Size 1, 1, | j‘_
2Q:Two position two way 200:22mm 25:G1" [ 1 ‘
Air Control valve 300:30mm 40.61'2" I i @
350:35mm 50.G 2" P
500:50mm
2Q200-25 2Q350-40 2Q500-50 Overall Dimensions
Air, Water, Qil {
Direct Drive Type & ok
22 35 50 o ey
12 24 48 2Q Series @
G1" G1'/2" G2" — :
50 CST(Below) AL i
0~0.7MPa A c
1.05MPa
0.3~0.6MPa Dimension Sheet
Brass 2Q200-25 99 116 57 95 G1/8" G1"
PTFE [12035040 123 146 95 116 G14" G1'2"
2-G1/8" 2-G1/4" 2-G1/4" 2Q500-50 170 155 118 114 G14" G2
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Mm The Best High Pressure,High Temperature Soleniod Valve
r Industrial Equipment 5404 Series

5404 — 04 — AC110V — N

Model Port Size Standard Voltage =~ Wiring Form
04:G1/2" DC12v Blank:Lead Wire Type
06:G3/4" DC24Vv D:Join Connector
08:G1" AC24V 50/60Hz

AC110V 50/60Hz
AC220V 50/60Hz
AC380V 50/60Hz

A
f I
Graphic Symbol  [>] | | I: i
Specification 3
51026 5104

Working Medium Air, Water, Oil, Gas

 wownPatem Guide Type
Type Normal Close Type
- Aperture of Flow Rate(mm) 12 20 25
KV Value 2.0 5.0 10.0
Wofking.pressure(kgf[cm*’) Gas:1~50,Liguid:1~50 Gas:1~40,Liguid:01~25 Gas:1~40, Liguid:1~25
Operating Temperature Range(C) -5~+150C
~ VotageRange +10%
Protect Class IP65
~ PowerConsumption AC55VA  DCOW
Insulation F Class
~ MarialofBody Brass
Material of Qil Seal PTFE

Overall Dimensions

Dimension Sheet

Boro(mm) | Por o z L %G

5404-04 120 G1/2" 83.0 95.5 14 32 65 27

[ 540406 200 G3/4" 93.0 109.0 16 60 100 32

5404-08 25.0 G1" 99.5 119.0 18 70 115 40
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MMir The Best Diaphragm Type Solenoid Valve
Industrial Equipment .

6213 Series

| HowtoOrder |
6213 — 04 — AC10V — D

Model Port Size  Standard Voltage Wiring Form
02:G1/4" DC12Vv Blank:Lead Wire Type
03:G3/8" DC24V D:Join Connector
04:G1/2" AC24V 50/60Hz
06:G3/4" AC110V 50/60Hz
08:G1" AC220V 50/60Hz

AC380V 50/60Hz

Graphic Symbol

Specification P
Model 6213-02 6213-03 6213-04 6213-04 6213-06 6213-06 6213-08

Inside nominal diameter(mm) 25
G1/4" G3/8" G1/2" G1/2" G3/4" G3/4" G1*

Working Pressure(MPa) 0.03~1.0

-10~+55

Medium Temperature('C) -10~+90
AC(VA) 14
o ooew ?

Change Frequency(Hz) =1 =0.5

AC:50Hz24V,36V,110V,220V, DC:24V,12V

Overall Dimensions

3

(L0

\¥

\_ I
H
Cc

Dimension Sheet

Model G C F L J A B H K
6213-02 G1/4" 38 14 50 26 71 85 35 7
621303 cae 38 14 50 26 7 85 35 7
6213-04 G1/2" 38 14 50 2 71 85 35 7
[z G 45 16 58 31 82 96 35 80
6213-06 Ga/4" 45 16 58 31 82 % 35 80
ez G 65 18 82 41 9 17 35 90
6213-08 G1* 65 18 82 1 96 17 35 90
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Mm The Best Right Angle Pulse Valve
Industrial Equipment

DMF Series

s - E - B = EX

Pulse Valve Type Code Oriflce Size Thead Type Wiring Form

Z:Solenoid Control Blank:Normal Blank:Normal Type
Q:PneumatiC Control Thread Type EX:Ex-proof type

A:Thread Type+

Insert pipe

P:Thread Type

S:Double Diaphragms

J:Thread Type

(Economy Type)

m Speciality
Adopt international advanced technology.
Used for dust remover.
Key parts all made of imported materials.
Pneumatic control type,solenoid control type,ex-proof solenoid control type for choose.
Female thread connection port,easy to be mounted.

Specification

Model DMF-Z-20A| DMF-Z-20P| DMF-Z-20| DMF-Z-25 DMF—ZQSPiDMF—Z—SSP: DMF-Z-40S| DMF-Z-50S| DMF-Z-62S| DMF-Z-76S| DMF-Z-100S
Working Pressure 0.3~0.8MPa

~ Ambient Temperature 5657

Relatively Humidity <85%

 Working Medum Gloan i
Volta ge AC110V/AC220V/DC24V

* Diaphragm Lit Cycles Ovr 100 Cycls
Qrifice(mm) $ 20 $20 $ 20 $ 25 ¢ 25 $35 $ 40 50 $ 62 $76 4100

[ConnectionPort " Gaa" G4 G4 G1" G1* G2 G2 G2' G1'/2" G3" 100
Overall Dimensions

Dimension Sheet

DMF-Z-20A|DMF-Z-20P| DMF-Z-20 | DMF-Z-25 | DMF-Z-25P| DMF-Z-35P| DMF-Z-40S| DMF-Z-50S| DMF-Z-62S| DMF-Z-76S|DMF-Z-100S
A 10 110 124 142

173 124 1 166 202 222 245 356.5

B s 105 905 905 105 121 132 210 210 230.5 286.5
g g 825 75 75 82.5 3 ; : g ’ -

e e E : : - o112 0137 185 185 200 »221
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TheBest In Line Pulse Valve
Industrial Equipment DMF Series

| How to Order

DMF - Y — 50 — S EX
Pulse Jet Valve Type Code Oriflce  Double Diaph Wiring Form
Y:Solenoid Control ragms Blank:Normal Type
Q:PneumatiC Control EX:Ex-proof type

u Speciality
Adopt international advanced technology
Used for dust remover
Key parts all made of imported materials
Pneumatic control type.solenoid control type.ex-proof solenoid control type for choose
Directing mounted to gas bag bette rblowing effectand small loss of air source.

Model DMF-Y-50S DMF-Y-62S8 DMF-Y-76S
Working Pressure 0.3~0.8MPa

~ Ambient Temperature 5~55C

Relatively Humidity <85%

- Working Med ium Clean Al

Voltage AC110V/AC220V/DC24V

 Diaphragm Life Cycles Over One Milion Cyces

Orifice(mm) 50 $62 76

Overall Dimensions

o)
@
2

1 T

#
7

H2
—

&
S
H4 | H3

Dimension Sheet
Model A2 A3 B1 B2 B3 | B4 H1 H2 H3 Ha4

DMF-Y-50S  ¢645 4785 o118  6-0115 200 180 159 187 100 25 31
[DMFY628 | w80 935 145 6-011 226 204 185 197 107 345 35
DMF-Y-76S 90 99 141 6011 248 0227 200 205 13 27 34
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MtoAi TheBest Insert Pipe Type Pulse Valve
ndustrial Equipment DMF Series

| HowtoOrder |
DMF — 25 — DD EX

Pulse Jet Valve Oriflce Insert Pipe Type Wiring Form
Blank:Normal Type
EX:Ex-proof Type

H Speciality
Adopt international advanced technology
Used for dust remover
Key parts all made of imported materials
pneumatic control type.solenoid control type,ex-proof solenoid control type for choose.
Inse rt pipe style,more easier to be mounted.

( ‘

Working Pressure 0.3~0.8MPa

~ Ambient Temperature - 5-55C

Relatively Humidity <85%

- Working Med ium Clean A

Voltage AC110V/AC220V/DC24V

_ Over One Million Cycles

Orifice(mm) 625 640

Overall Dimensions

i D
fﬁﬁ 3 S
— ;
D\ i et — ! L
,.t[_ i < —1l A K
il J = ] T s O O, (®)
[— vO
\(. -

DMF-25DD 189 131 825 -
237 179.5 = $126
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Thegest | Plastic Head Stainless Steel Angle Valve
ndusiral =atipment | - 15/20/25/32/40/50

| HowtoOrder |

Port Size Type
15mm SC:Single Action Normal Close
20mm DO:Double Action Normal Open
25mm
32mm
40mm
50mm
A A A
. = e T
Graphic Symbol —p—‘, |—<— —9—| | I«/\ —9—‘ | |/\/\
P P P
Double-Acting Normally Closed Normally Open
Specification
Orifice Size ‘ 15 20 25 32 40 50
Port size G1/2" G3/4" G1" G1-1/4" G1-1/2" G2"
© KVValue(mh) 42 8 19 275 42 55
Max.Working Pressure(Mpa) 0~1.6 0~1.1 0~1.1 0~1.5 0~1.25 0~1.0
~ MinPilot Pressure(Mpa) 039 039 042 05 044 04
Polyamide 50 50 63 63 63 80
Flow Direction A(Flow Direction Below The Seat) or B(Flow Direction above The Seat)

Overall Dimensions

Flow Aspect A
—

vl | Rgd =
S /—\[ L{: I Flow AspectB
C|

Osrii]:(e:e o Actuator Siz‘ehi;l;irrllrjnn)1 . B dE

(mm) | size ‘deamide Alloy elyamide S oy Alloy |mide | Alloy |mide

15 G12" 50 - 85 173 - 12 64 - 44 - 112 - 137 : 33 27
[[20 can 0 o 95 178 - 12 64 - 44 - 12 . 145 - 35 23
25 G1" 63 . 105 212 p 14 80 - 52 . 120 . 173 . 40 41
[83lcrm 63 100 118 236 278 16 80 140 52 70 120 138 189 250 35 55
40 GH12' 63 100 130 230 270 18 80 140 52 70 120 138 189 250 35 55
500 o2 80 125 150 238 300 20 100 170 52 83 120 151 250 280 38 70
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Mm The Best Full Stainless Steel Angle Valve
Industrial Equipment

DN10 15 20 25 32 40 50

10 — 40 — .
Port Size Actoator Size Type
10:G3/8" 40:40mm SC:Single Action
16:G1/2" 50:50mm Normal Close
20:G3/4" 63:63mm SO:Single Action
25:G1" 80:80mm Normal Open
32:G1-1/4" 100:100mm DC:Double Action
40:G1-1/2" Normal Close
50:G2" DF:Double Action

Free Instanllation

Specification
Model

Overall Dimensions

Port size DN10-DN50
~ Thread G3/8"G2"
Welded DIN11850  2DIN11850  31S02037
CFBM
Actyator CF8
PTFE
Stem seals PTFE/FKM
 Pistonseals FKMINBR
Applicable medium Water,liquid,neutral gas,water steam Slight corrosive gas and liquid
PTFE:-10C to +180°C
Ambient temperature -10°C to +60°C
max600mm’/s =
| nstallation Any position 5 50°
Air or neutral gas "’{ (2 E]'
i | =
Controlling pressure range 0.3-1M T
A2
D n Sheet
(mm) G |Ki(mm)/A1(mm)| L(mm) | T(mm) |SW(mm) OD{mm)K2(mm)/A2(mm)LA(mm)[LB(mm)| S(mm)
DN10 40 455 27 GU8" GI8" 15 120 68 12 266 - . - . ] )
BN s0 60 35 ole Gas' 126 133 68 12 266 - - . : - :
DN15 40 455 27 GI8" G2 15 120 68 15 266 213 15 128 110 30 265
[UBNiS | s0 e 35 Gle" G2 126 133 68 15 266 213 126 140 110 30 265
DN20 50 60 35 G1/8" G3i4" 131 137 75 16 32 26.9 131 136 108 30 3.45
[ DN25 | s0 60 35 Gi8" GI" 140 149 90 17 395 337 140 15 112 32 385
DN25 63 77 43 G1&" GI" 165 174 90 17 395 337 165 175 112 32  3.85
[BNEZ 63 77 43 ot G14" 175 188 116 21 50 38 175 193 136 40 335
DN32 80 98 52 G4 Gi-1/4* 185 203 116 21 50 38 185 206 136 40 335
[UBNEG2T 100 121 63 G14" Gl 205 215 116 21 50 38 205 218 136 40  3.35
DN40 63 77 43 G18" Gi/2' 178 190 16 21 553 42 178 193 146 40 32
[BN40  s0 98 52 G14" G112 187 204 116 21 553 42 187 207 146 40 32
DN40 100 121 63 G1/4" G1-1/2" 208 216 116 21 85.3 42 208 219 146 40 3.2
[UBNEGW  e3 77 43 G18" G2 184 203 138 22 70 54 184 206 160 45 27
DN50 80 98 52 G14" G2 195 218 138 22 70 54 195 220 160 45 27
[UBNSG 100 121 63 G14" G2 215 230 138 22 70 54 215 232 160 45 27
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-
The Best Pressure Controller
Industrial Equipment

HLP Series

Regulator Limits | Switch Votage Disparity Sotting of Loaring The Factory
i ' Min | Max Cut-off Link-up Cut-off Link-up
HLP110 0.1 1 0.1 0.3 0.6 0.5
-0.07 0.6 0.06 0.4 0.3 0.2
HLP506M -0.07 06 Duplicate Voltage Disparity< 0.4 0.3 Manual Restoration
[ HRss T os 3 Fixed 030 0.5 2 15
HLP530D 0.5 3 0.5 1 2 1.5
[ HwPssmM . o5 3 Duplicate Voltage Disparity< 0.4 2 Manual Restoration
Low Voltage end -0.07 0.6 0.06 0.4 0.3 0.2
PR HighVoltage end
g g 0.5 3 Fixed 0.3 to 0.5 2 1.5
Low Voltage end -0.07 0.6 Duplicate Voltage Disparity< 0.4 0.3 Manual Restoration
- HighVoltage end 05 3 Duplicate Voltage Disparity< 0.4 2 Manual Restoration
T Lc'>w Voltage end -0.07 06 0.06 0.4 0.3 0.2
HighVoltage end 0.5 3 Duplicate Voltage Disparity< 0.4 2 Manual Restoration
Low Voltage end -0.07 0.6 0.06 0.4 0.3 1.2
- HighVoltage end 0.5 3 Duplicate Voltage Disparity= 0.4 2, Manual Restoration

27
2 |_25
44044
1/4"
Flare Nut
15
7/16"-20Thread
M1x1.25 -
1/4" | B

Flare Nut

Slight Moring Swith Date

Specified Voltage(V) AC. 125 AC. 125
Specified Electric Current(A) e e

Non-Inductive Current 48 12

Twinking Electric Current 288 72
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